Glassfiller
Parts List

Models A500R,
A525R, A550R
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Fig. Models
No. Description A500R A525R A550R

1 Pin, Hinge — 018198 018198

2 Pan, Operating - — 027041-002

3. Yoke, Operating — 024216 —

4. Screw, Headless Set - 018199 018199

5 Adapter, Lever — — 018197-002

6. Adapter, Lever — 018196-002 —

7. Gooseneck — — 027034-002

8. Gooseneck — 027034-001 —

9, Gooseneck 027034-002 — —_—
10. Nut, Male 018190-002 018190-002 018190-002
11. Sleeve, Compression 018285 018285 018285
12. Button 008636-002 008636-002 008636-002
13. Stem Also 008638 008638 008638
14. Washer available as 008633 008633 008633
15. Diaphragm assembly order 008527 008527 008527
16. Washer, Flat part #008640 008886 008886 008886
17 Nut, Body Cap 008635-002 008635-002 008635-002
18. Core assembly 008639 008639 008639
19. Valve Core, Cap Nut — — —
20. Spring Sold only as — — —
21, Seat assembly - — -
22. Seat, Valve order part e — —
23. Core #008639 — — —
24. Washer, Flat — — —
25, Plug 015944-002 015944-002 015944-002
26. Gasket 015943 015943 015943
27. Regulator 023455 023455 023455
28. Gasket 006872 006872 006872
29. Body, Glass Filler Assembly (include fig. 12-28) 023542 023542 023542
30. Washer, Friction (White) 009281 009281 009281
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Glassfiller Installation Instructions

1. Place gaskets over supply spud. White one first,
black rubber next.

2. Start and tighten glassfiller body onto supply
spud and center on the platform.

3. On glassfiller Models A-525R or A- 550R slide
operating yoke assembly or operating pan
assembly onto the gooseneck.

4. Install the nut and ferrule onto the glassfiller
gooseneck.

5. Position the gooseneck and tighten the nut.

6. Slide operating yoke or pan down over the nut
and position. Tighten set screw.

Glassfiller Adjustment Instructions

1. Turn water supply off to adjust flow through the
valve.

2. Remove screw cover near base of valve.

3. Turn inner regulator screw slightly.
(% turn changes adjustment from

Maximum 0 to Q Minimum.)

4. Replace screw cover, try new adjustment.




