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EBCO HOT VALVE PARTS LIST

021189 Valve Body and Stem Assembly DP3RH

021516 Valve Body and Stem Assembly DP7MH, DP8MH, DP8AH-1

021504 Valve Body and Stem Assembly CP3H-1

026281 Valve Body and Stem Assembly CP3H-2, CP3H-1-P, CP3H-Z, CP3H-3-D
026693 Valve Body and Stem Assembly DP8AH-2

027122-002 Valve Body and Stem Assembly RHWD

027820-001 Valve Body and Stem Assembly RHWD-1

027820-002 Valve Body and Stem Assembly RHWD-2

REPLACEMENT PARTS
*017590 Gooseneck Assembly Includes: |
018697 Stream Straightener
019323 Stream Defiector
*017927 Cap Also available
*017582 Gasket - as a complete
*017925 Handle kit #400266
*017583 Nut
017925 4017926 Tee Nut |
~017926 017595 Guide 7
017595 017592 O-Ring
3 017596 O-Ring, Bushing
L At — (17592 .
| & 017593 O-Ring Sold as #018694
Sl 017596 017928 Stem and Seat Assembly | hot valve repair
2% ;-g L 017593 017594 Spring kit only
e \. "3 'z N 017591 Seat, Disc
() Eggg.‘Wc..- 017928 *(017926 Tee Nut
-‘i#ii&é 017594 *400087 Spanner Wrench ]
A ‘% 017591 *Indicates parts that are not included with above valve body
ALY 1 : and stem assemblies.
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INSTRUCTIONS FOR PARTS REPLACEMENT

1. Shut off water supply to water cooler.

2. Unscrew and remove gooseneck assembly (017590).

3. Slide handle (017925) forward, until it disengages from tee nut (017926).

4. Unscrew tee nut (017926) from stem assembly (017928).

5. Use spanner wrench (400087 —Included in 018694, hot valve repair kit) to remove guide (017595).
6. Remove old stem assembly and install hot valve repair kit (018694).

7. Install tee nut, handle and gooseneck assembly.

8. Turn on water supply to cooler.

NOTE: If necessary to remove water cooler top, use wrench to remove nut (017583). The valve body is brazed
into water lines and is not easily removable.
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